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1 Description 

1.1 Introduction 

This manual provides a description of the AMS AFDAU-T1 Aerial Firefighting Data Acquisition Unit, instructions for 
installation to fixed- and rotary-wing aircraft. 

Before commencing installation of the AFDAU-T1 please ensure this installation manual has been read and the 
requirements understood.  

 

1.2 Description 

The AFDAU-T1 is an aerial firefighting data acquisition unit with onboard data processing capabilities allowing real 
time event detection and transmission. Refer to Section 0 for a detailed list of real time events that the AFDAU-T1 can 
detect and transmit. 

The AFDAU-T1 has six (6) open/ground input pins and six (6) internal relay inputs. The internal relay inputs can be 
individually configured for ground or power switching. 

These inputs can be used to enable real time detection of: 

• Engine on/off state, 

• Airborne/ground state,  

• Container (Bucket/Tank/Hopper) open state, 

• Additive Type and Pump On state, and 

• Container type 

The AFDAU-T1 can be interfaced with the following gauging systems to enable real time detection of fill, drop start 
and drop stop volume events: 

• Onboard Systems Load Weigh System w/ C39 Indicator,  

• MSI Sky Weigh System w/ MSI-150XM Indicator,  

• MSI Sky Weigh System w/MSI-1 Indicator, or 

• Reabe Aircraft Improvement True Quantity Gauge. 

When interfaced with the serial port of a TracPlus RockAIR or v2track the AFDAU-T1 will generate event messages 
that will appear on the TracPlus Pro 3 live map software. 
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1.3 Events 

1.3.1 Engine Start / Stop 

Refer to Section 2.2.1 for details on interfacing an Engine start/stop sensor. When this event is detected a message is 
transmitted via the connected modem.  

 

Application: Tracplus Pro 3  

ENGINE 

Start Stop 

  

 

1.3.2 Take-off / Landing 

Refer to Section 2.2.2 for details on interfacing a Take-off/Landing sensor. When this event is detected a message is 
transmitted via the connected modem. 

 

Application: Tracplus Pro 3  

AIRBORNE 

Take-off Landing 

  

 

1.3.3 Hover Start / Hover Stop (Rotary-Wing Only) 

When the AFDAU-T1 is configured for a rotary-wing airframe and connected to a modem, it will process hover start 
and stop messages. For modem connection information refer Section 2.2.8. 

 

1.3.4 Fill 

The AFDAU-T1 will detect a Fill event when the selected container (refer Section 2.2.6), such as bucket, tank or 
hopper, volume increases in a typical fashion which would be characteristic of that type of container. For this event to 
be detected a volume gauge input must be connected to the AFDAU-T1 and properly configured, refer Section 2.2.7  

In addition to the standard fill message the following additional data will also be sent with the Fill Event message: 

 

Volume 

This is the volume of water in the container at the end of the fill operation, being either picking up, or pumping in. This 
value is in Litres. 

 

Product Type 

The product type message can be one of three attributes: 
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1. WATER 

2. GEL 

3. FOAM 

By default, WATER is sent with every fill message, unless two conditions are met. The first is that the AFDAU-T1 
detects an active Additive Pump On (refer Section 2.2.5) discrete input, once detected the Additive Select discrete is 
checked (refer Section 2.2.4) which sets either GEL or FOAM as the product type attribute value.  

If a gel or foam type product is not premixed at time of fill the AFDAU-T1 will send any injection of additive that may 
happen enroute to the drop site with the Drop Start message, see Section 1.3.5. This would result in the Fill message 
product type being WATER and the Drop Start message product type being either FOAM or GEL. 

Application: Tracplus Pro 3  

FILL 

 

 

FILL VOLUME 
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TYPICAL DISPLAY OF FILL MESSAGES 

FIXED WING ROTARY WING 

  

 

1.3.5 Drop Start 

In order to detect a Drop Start event the AFDAU-T1 must first detect an active Container Door Open discrete input 
(refer Section 2.2.3). When the Container Door Open discrete input becomes active the AFDAU-T1 monitors the 
container volume for a start of substantive flow of the contents and then at that time a Drop Start event is generated.  

A volume gauge input must be connected to the AFDAU-T1 and properly configured, refer Section 2.2.7  

In addition to the Drop Start message the following additional data will also be sent with the Fill Event message: 

 

Drop Type 

The drop type can be one of three attributes: 

1. SPLIT 

2. FULL 

3. NOT APPLICABLE 

In some tank and hopper configurations where the drop type can be pre-selected and this information is streamed to 
the AFDAU-T1 via a databus connection, this value will reflect either SPLIT or FULL.  

In all other cases this value will be NOT APPLICABLE. Due to the advanced algorithms being used on the AFDAU-T1 
the drop type can be detected in real-time during the drop and will be reported as part of the Drop Stop event 
message, see Section 0 

 

Coverage 

Currently transmits a 0. Please contact technical support if further details are required. 

 

Height AGL 

Currently transmits a 0. Provisional attribute for future interface to Radalt Systems. Please contact technical support if 
further details are required. 
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Product Type 

The product type message can be one of three attributes: 

1. WATER 

2. GEL 

3. FOAM 

By default, WATER is sent with every fill message, unless two conditions are met. The first is that the AFDAU-T1 
detects an active Additive Pump On (refer Section 2.2.5) discrete input, once detected the Additive Select discrete is 
checked (refer Section 2.2.4) which sets either GEL or FOAM as the product type attribute value.  

 

Drop Type 

The drop type can be one of three attributes: 

1. SPLIT 

2. FULL 

3. NOT APPLICABLE 

Due to the advanced algorithms being used on the AFDAU-T1 the drop type can be detected in real-time during the 
drop and will be reported as part of the Drop Stop event message. 

 

Drop Pair ID 

The ID of the drop pair. This value is unique to each Drop Start and Drop Stop that are a pair to help agencies match 
each drop start and stop event. This value resets when the AFDAU-T1 is reset. 

 

Application: Tracplus Pro 3  

DROP START 

 

 

1.3.6 Drop Stop 

Once a Drop Start event has been detected the AFDAU-T1 monitors the flow of contents from the container until there 
is an end of substantial flow and at this time a Drop Stop event is generated. 

A volume gauge input must be connected to the AFDAU-T1 and properly configured, refer Section 2.2.7 

In addition to the Drop Start message the following additional data will also be sent with the Fill Event message: 

 

Drop Volume: 

This is the volume of water that has been dropped from Drop Start to Drop Stop. This value is in Litres. 

 

Height AGL 

Currently transmits a 0. Provisional attribute for future interface to Radalt Systems. Please contact technical support if 
further details are required. 
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Drop Pair ID 

The ID of the drop pair. This value is unique to each Drop Start and Drop Stop that are a pair to help agencies match 
each drop start and stop event. This value resets when the AFDAU-T1 is reset. 

 

Application: Tracplus Pro 3  

DROP STOP 

 

 

DROP VOLUME 
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TYPICAL DISPLAY OF DROP MESSAGES 

FIXED WING ROTARY WING 
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1.4 Specifications 

Electrical Specifications 

Input Voltage +14/28V DC 

Current Draw 0.2A max. 

Discrete Input Voltage +14/28V DC 

 

Mechanical Specifications 

Dimensions 120x100x26mm (W x H x D) 

Weight 0.3kg (0.66lb) 

Mounting Bulkhead mount using 10-32 fasteners in four (4) places 

Material/Finish 

 

Red anodised machined aluminium chassis with black 
anodised backplate and Autotex F200 Polyester electric 
lighted fascia. 

Connectors 37 pin male D-Subminiature (J1) 

Environmental Specifications 

Environmental Qualifications TBD 
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2 Installation Overview 

2.1 Minimum Requirements 

Before commencing installation of the AFDAU-T1 please ensure the following minimum requirements have been met. 

System Voltage 

The AFDAU-T1 is a multi-voltage 14-28VDC unit. However, the 6x internal relays can only be configured for a single 
voltage, 14VDC or 28VDC. By default, the AFDAU-T1 is supplied with 28VDC relays. Should 14VDC relays be 
required please specify at the time of ordering.  

 

Volume Gauging System 

An appropriate volume gauging system must already be installed on the aircraft. This installation manual and any of 
the supplementary data for the AFDAU-T1 does not provide details on how to install or calibrate these systems. 
Typically, these systems would be installed under a separate STC or local approval.  

Refer to Section 2.2.7 or contact technical support to ensure compatibility of an existing volume gauging system.  

It is the responsibility of the installer and operator of the aircraft to ensure the existing volume gauging system is 
calibrated and accurate. The AFDAU-T1 does not provide any additional calibration tools and relies on existing 
accurate gauging systems. 

It is recommended that an accuracy check is carried out on the volume gauging system and calibrate if necessary, 
after installation of the AFDAU-T1 and in accordance with the approved procedures for that system. 

 

2.2 Interfaced Equipment and Sensors Considerations 

2.2.1 Engine Start/Stop 

If interfacing to an engine start/stop sensor, the AFDAU-T1 will process the signal and send an engine on or engine off 
event message to the connected modem.  

The AFDAU-T1 can be configured for a discrete switched signal that represents the engine on/off state of the aircraft 
on one of either the 6 Relays or the 6 GPI inputs. 

Typically, this would be connected to an existing main gearbox oil pressure switch. Refer to section 2.3 for guidance 
on how to connect this input. 

 

2.2.2 Take-off/Landing 

Interfacing to a take-off/landing sensor, the AFDAU-T1 will process the signal and send a take-off or landing event 
message to the connected modem. 

The AFDAU-T1 can be configured for a discrete switched signal that represents the airborne or on ground state of the 
aircraft on one of either the 6 Relays or the 6 GPI inputs. 

Typically, this would be connected to a new or existing collective lever micro switch. Refer to section 2.3 for guidance 
on how to connect this input.  

 

2.2.3 Container Door Open 

In order for the AFDAU-T1 to send drop start and drop stop event messages to the connected modem, the AFDAU-T1 
must be connected to a discrete signal that is active when the pilot commands the door or valve to open on the 
hopper, tank or bucket. 

The AFDAU-T1 can be configured for a discrete switched signal that represents the container open door state of the 
container on one of either the 6 Relays or the 6 GPI inputs. 
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This input can be either momentary, such as pressing a release trigger, or on for the duration of the drop such as a 
microswitch fitted to a hopper door. 

Helicopter Bucket Typical Connections 

• Waterhog Buckets: Typically, this would be connected to the door open side of the pilots trigger switch. 

• Bambi Max, Bambi Buckets: Typically, this would be connected to the switched side of the release switch. 

• Dual Bucket Circuits: When an aircraft features more than one bucket control circuits (i.e both Bambi and 
Waterhog Bucket control circuits) both open command sense wires to the AFDAU-T1 should be paralleled. 
Care must be taken to appropriately isolate these circuits from interfering with each other with diodes or by 
other means. 

Fixed-Wing Hopper Typical Connections: 

A door open discrete signal via a micro switch is the preferred method for detecting door open command with the 
AFDAU-T1. Consideration to suitability should be given if intending to connect to an electronic drop circuit that may 
not be used if the manual release is used for a time.  

 

2.2.4 Additive Select 

When sending Fill and Drop Start messages to the connected modem, the AFDAU-T1 will also send details on what 
type of additive mixed with the water. 

 

The AFDAU-T1 can be configured for a discrete switched signal that represents either a GEL or FOAM additive on 
one of either the 6 Relays or the 6 GPI inputs.  

A typical configuration of this input is a pilot selectable, two position switch labelled GEL | FOAM.  

 
 

 

 

 

 

 

 

 

 

The AFDAU-T1 will always default to WATER regardless of Additive Selection unless an Additive Pump On signal is 
detected, see section 2.2.5. 

 

2.2.5 Additive Pump On 

When sending Fill and Drop Start messages to the connected modem, the AFDAU-T1 will also send details on what 
type of additive mixed with the water. 

The AFDAU-T1 can be configured for a discrete switched signal that tells the AFDAU-T1 to change from WATER type 
to the additive type selected by the Additive Select input (see section 2.2.4) on one of either the 6 Relays or the 6 GPI 
inputs.  

  

AFDAU-T1 

DISCRETE 

SIGNAL 

PROCESSOR 

FOAM 

GPI_1 - GPI_6 

GEL 

ADDITIVE TYPE 
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A typical configuration of this input is connecting in parallel to the switched side of the additive inject switch 

 
 

 

 

 

 

 

 

 

 

2.2.6 Container Select 

When an airframe is configured for both a tank and bucket systems, the container select switch allows the pilot to 
change the AFDAU-T1’s volume sensor inputs to report on events from the container type in use. 

The AFDAU-T1 can be configured for a discrete switched signal that tells the AFDAU-T1 to change from TANK type to 
a BUCKET type container on one of either the 6 Relays or the 6 GPI inputs.  

 

 

 

A typical configuration of this input is a pilot selectable, two position switch labelled BUCKET | TANK. 

 
 

 

 

 

 

 

 

 

 

The default configuration when the input is not active is BUCKET type container. 

 

 

 

 

 

2.2.7 Container Volume 

When sending Fill and Drop Stop messages to the connected modem, the AFDAU-T1 will also send the volume of 
water either picked up or dropped during that event. 

The AFDAU-T1 can be configured for and connected to the digital outputs of several different gauging systems, the 
current compatible systems are listed below: 

AFDAU-T1 

DISCRETE 

SIGNAL 

PROCESSOR GPI_1 - GPI_6 

Foam Inject Circuit 

Existing foam pump circuit 

INJECT 

AFDAU-T1 

DISCRETE 

SIGNAL 

PROCESSOR 

BUCKET 

GPI_1 - GPI_6 

TANK 

ACTIVE CONTAINER 

NOTE 

FIXED WING AIRCRAFT must leave this input unconfigured, unless otherwise specified in installation 

specific AFDAU-T1 installation materials. 
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Onboard Systems Load Cell w/ C39 Indicator 

 

Pinouts 

AFDAU-T1 

J1 

C39 Indicator 

J1 
Description 

26 K Serial Clock 

8 J Serial Data 

21 L Signal Return 

 

 

MSI Load Cell w/ MSI-150XM Indicator 

 

Pinouts 

AFDAU-T1 

J1 

150XM  

J2 
Description 

26 C Serial Data 

21 D Signal Return 

 

MSI Load Cell w/ MSI-1 Indicator 

 

Pinouts 

AFDAU-T1 

J1 

MSI-1  

P1 
Description 

30* 10 TXD1 

12* 9 RXD1 

21* 7 SIGGND(PORT1) 

* RS232 Ports 1-4 may be used of the AFDAU-T1. Port 4 is shown above. 

 

Reabe Probe w/ Reabe Indicator 

 

Pinouts 

AFDAU-T1 

J1 

150XM  

J2 
Description 

30* 1 COM OUT 

12* 2 COM IN 

21* 4 GND 

* RS232 Ports 1-4 may be used of the AFDAU-T1. Port 4 is shown above. 
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Some Reabe Probe installations will result in about 50-200 litres of ungaugeable volume at the bottom of the hopper 
on fixed wing aircraft. Should this be the case a volume offset can be programmed into the AFDAU-T1 to account for 
this ungaugable quantity. Refer Section. 

 

2.2.8 Modems 

For the AFDAU-T1 to be able to transmit event messages a modem must be connected. Various modems are support 
as listed below and are connected to the AFDAU-T1 via any available RS232 port. 

 

Tracplus Rockair 

 

Pinouts 

AFDAU-T1 

J1 

Rockair  

4-Pin Conn. 
Description 

28* 3 RS232 Tx 

10* 4 RS232 Rx 

* RS232 Ports 1-4 may be used of the AFDAU-T1. Port 4 is shown above. 

 

Tracplus v2track 

 

Pinouts 

AFDAU-T1 

J1 

v2track  

15DSub 
Description 

28* 15 RS232 Tx 

10* 8 RS232 Rx 

* RS232 Ports 1-4 may be used of the AFDAU-T1. Port 4 is shown above. 

 

 

2.3 Discrete Sensors 

2.3.1 Overview 

The AFDAU-T1 provides 12 inputs for discrete sensor connections, 6 of these being internal relays and 6 being 
ground seeking general purpose inputs. These inputs can be configured as various airframe and firefighting 
equipment inputs using the AFDAU Configuration Tool. 

 

The following discrete sensors can be connected to the discrete inputs of the AFDAU-T1 

• Engine Start/Stop Switch 

• Take-off/Landing 

• Additive Pump On/Off 

• Additive Select 
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• Container Select 

• Container Door Open 

 

2.3.2 Relays 

Six relays, K1 through to K6 are provided for connection of discrete sensors and it is up to the installer to determine 
the suitability of using the relays as opposed to the General Purpose Inputs (GPI’s, see below) for each discrete 
sensors case. Each relay coil is presented on the AFDAU-T1’s Main D37 Pin connector and features a diode in 
parallel across the coil and another in series with the ground pin. It is important during installation that the polarity of 
the relay pins is observed wired up correctly.  

There are two ways in which to use the relays, by switching the ground pin or by switching the power pin as 
demonstrated below: 

EXAMPLE: GROUND SWITCHED RELAY 

 
 

 

 

 

 

 

 

 

EXAMPLE: POWER SWITCHED RELAY 

 
 

 

 

 

 

 

 

 

Relay Connection Pinouts 

Main Connector (J1) Relay Pins 
Description 

K1 K2 K3 K4 K5 K6 

32 33 34 35 36 37 +28Vdc Input 

14 15 16 17 18 19 Ground 

 

 

 

 

 

AFDAU-T1 

DISCRETE 

SIGNAL 

PROCESSOR 

+28vdc 
Discrete Sensor 

AFDAU-T1 

DISCRETE 

SIGNAL 

PROCESSOR 

+28vdc 
Discrete Sensor 

K1-K6 

K1-K6 
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2.3.3 General Purpose Inputs 

Six general purpose inputs, GPI_1 through to GPI_6 is provided for connection of discrete sensors that provide a 
ground when actuated. 

 

EXAMPLE: GROUND SWITCHED GPI 

 
 

 

 

 

 

 

 

 

 

 

EXAMPLE: RELAY CIRCUIT IN PARALLEL W/ GPI 

 
 

 

 

 

 

 

 

 

CAUTION 

Care must be taken to ensure that when a relay is connected in parallel to an existing circuit that it 

in no way interferes with that circuit. 

NOTE 

A common problem amongst some tracking hardware manufacturers when wiring up a discrete 

input to a warning light circuit is that a high voltage (14/28VDC) represents an OFF condition. I.e. 

MGB Oil Pressure light is ON therefore meaning the engine is OFF. During power on this voltage 

raises from LOW (0 vdc) to HIGH (14/28 vdc) voltage and is falsely detected as an Engine OFF event. 

The AFDAU does not suffer this issue and handles this problem through its firmware, no additional 

circuitry such as additional relays are required, using an internal relay provided in the AFDAU is 

sufficient. 

AFDAU-T1 

DISCRETE 

SIGNAL 

PROCESSOR 

Discrete Sensor 
GPI_1 - GPI_6 

AFDAU-T1 

DISCRETE 

SIGNAL 

PROCESSOR 

Discrete Sensor 
GPI_1 - GPI_6 

+28VDC 

Existing relay circuit 
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GPI Connection Pinouts 

Main Connector (J1) GPI Pins 
Description 

GPI_1 GPI_2 GPI_3 GPI_4 GPI_5 GPI_6 

2 3 4 5 6 7 Switch to Ground 
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3 Installation Procedures 

3.1 Incoming Inspection 

Carefully unpack and inspect the received equipment. The items listed in Table 1 should be present. Report any 
damaged items to the carrier involved. Report any shortage to your supplier. 

Table 1 - AFDAU T-1 Standard Kit 

Items Part Number 

AFDAU-T1 Data Acquisition Unit 231-001 

Installation Kit 231-001-A 

Installation and Operation Manual AMS-IOM-1-01 

 

Inspect the contents of the installation kit. The items listed in should be present. Report any damaged items to the 
carrier involved. Report any shortage to your supplier. 

Table 2 - AFDAU T-1 Installation Kit 

Items Part Number 

D-Subminiature Connector, Female, 37 Pin M24308/2-4F 

Backshell, D-Sub, 37 Pin 970-037-010R011 

USB 2.0 A to USB Mini B Cable 182-8490 

 

3.2 Standard Procedures 

Installation is to be carried out in accordance with the instructions included in this manual, or later revision. AMS 
accepts no liability arising from installations deviating from the installation described herein. 

Unless otherwise stated, adhere to the standard practices described in FAA AC 43.13-1B, Acceptable Methods 
Techniques, and Practices – Aircraft Inspection and Repair, Change 1, dated 8 September 1998. 

Installation approval is the responsibility of the end user.  

 

3.3 Structural Installation 

The AFDAU-T1 can be installed in any location in the aircraft suitable for its mass and mounting requirements. 
Consideration should be given to locating the unit such that the power and status lights are visible, and the USB port 
is accessible, during maintenance.  

 

3.4 Wiring Installation 

Wiring is to be completed in accordance with wiring diagrams included at the end of this manual. 

 

3.5 Post Installation Procedures 

Wiring Inspection 

1. Inspect all wiring and terminals to ensure security and attachment.  

2. Check wiring for correct polarity and terminated to correct pins of the main connector. 

Power-on Checks 

1. Apply power to the unit and ensure the “Green” Power LED on top of the unit is on solid. 
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2. Ensure the “Amber” Status LED on top of the unit is flashing steadily. 

Configuration 

1. If the modem is a Rockair, carry out configuration of the Rockair as per Section 4.5  

2. Check for the latest version of AFDAU-T1 Firmware and carry out a Firmware update if required as per 
Section 4.3 (See Section 4 for PC Configuration tool instructions) 

3. Carry out configuration of AFDAU-T1 as per Section 4.4 

Functional Checks 

 

1. While monitoring AFDAU-T1 Diagnostics Tool, actuate each configured discrete sensor and ensure their 
respective states are displayed. 

2. If any states are actuating in reverse, invert the input in the Configuration Tool and try step 1 again. 

3. Ensure that the volume readout of the AFDAU-T1 Diagnostics Tool matches the value on the volume gauging 
system. 

4. For a Reabe Probe system move the ball up and down the length of the probe rod and ensure that the 
Volume value on the Diagnostics Tool moves and matches the values on the gauge.  

5. For a load cell type system either put a weight on the hook or temporarily disconnect the load cell at the 
bulkhead connector and typically the weight value will start to move erratically or increase to a large number. 
Ensure that any changes in weight are display on the Diagnostics Tool. 

6. If installed (Bucket and Tank Equipt Rotary Wing Aircraft Only) select the Tank on the Container Select Switch 
and ensure the volume reading changes to follow the Tank Volume Sensor. Actuate the Tank controls such as 
container door open and additive selects and pumps to ensure that the field track the selected container and 
operate correctly and in the correct sense. 

7. Under the Modem heading in the Diagnostics Tool ensure a Latitude and Longitude are displayed and check 
to ensure they make sense for your current location. (Expect large inaccuracies if carrying out checks inside a 
hangar, a clear view of the sky may be required if unable to acquire position). 

  

Note: It is recommended to carry out all the proceeding functional tests while signed into Tracplus Pro 3 and 
displaying the live track data of the aircraft under test. This will further ensure messages are being received and 

are in their correct sense. (Fill, Drop Start, Drop Stop and Hover messages will not be able to be easily 
simulated). 
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4 Configuration and Firmware Update 

4.1 Requirements 

The following equipment is required to configure or update the firmware of the AFDAU-T1: 

• AFDAU-T1 unit connected to power. 

• USB A to USB Mini B Cable (supplied with installation kit). 

• Computer running Windows 10 operating system (see note below) with AFDAU Config Tool installed. 

 

4.2 Installing the AFDAU Config Tool 

The AFDAU Config Tool is used to load firmware updates and configure the AFDAU-T1. Locate and run the “AFDAU 
Config Tool.msi” windows installer that you have been given or that you have downloaded. 

 

Note: The installer may simply be called “AFDAU Config Tool” on your computer depending on your settings. 

If a prompt appears asking if you want to allow access to an app from an unknown publisher select yes from the 
options. Wait for the installation to complete. 

  

Note: The AFDAU-T1 currently only communicates with Windows 10 computers. 
We are working to resolve this issue. 
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Search AFDAU Config Tool in the start bar and select AFDAU Config Tool from the menu. Run the tool to verify 
installation. 

 

4.3 Updating the AFDAU-T1 Firmware 

Firmware is loaded onto the AFDAU-T1 using the AFDAU Config Tool. Run the AFDAU Config Tool. 

Click the arrow next to the AMS logo to drop down the menu and select “Load Firmware”. 
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Plug the USB lead into the powered AFDAU and connect to a port on your computer. When detected, the AFDAU port 
will be available in the dropdown box at the bottom of the page. 

Select the AFDAU port from the list (COM port number may vary to that shown below). 

 

Once connected, the port status bar will change from a yellow DISCONNECTED message to a green CONNECTED 
message and the ON DEVICE Version will change from <no device> to the firmware level currently on the unit. 

Click the blue “SELECT” button and locate and open the “firmware.afdau” file that you have been given or that you 
have downloaded. 
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Once you have opened the “firmware.afdau” file, the AVAILABLE Version will change from <select file> to the 
firmware level contained in the selected file (firmware versions may vary from those shown below) and a blue 
“INSTALL” button will appear on the right hand side of the config tool window. 

Click the “INSTALL” button to start the firmware load. 

A progress bar will appear in the centre of the screen. Wait for the firmware load to complete. The red light on the 
AFDAU will flash faster to indicate a transfer of data. 

Once the firmware has loaded, a box will appear telling you your upload was successful. Click OK to continue. The 
AFDAU will reboot. The red light on the AFDAU will be solid during the reboot. 

4.4 Configuring the AFDAU-T1 

Configuration of the AFDAU-T1 is done using AFDAU Config Tool. Run the AFDAU Config Tool. 

Click the arrow next to the AMS logo to drop down the menu and select “Configure”. 

 

Plug the USB lead into the powered AFDAU and connect to a port on your computer. When detected, the AFDAU port 
will be available in the dropdown box at the bottom of the page. 
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Select the AFDAU port from the list (COM port number may vary to that shown below). 

 

Once connected, the port status bar will change from a yellow DISCONNECTED message to a green CONNECTED 
message. 

Select the blue “OPEN” button and locate and open a “.cfg” file you have been given or have saved previously. 
Alternatively, use the dropdown fields to set the configuration as required to match your installation. 
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Once opened, the fields will automatically populate to match the configuration contained in the file. 

Click the “WRITE” button to write the configuration to the connected device. 

A progress bar will appear in the centre of the screen. Wait for the config load to complete. The red light on the 
AFDAU will flash faster to indicate a transfer of data. 

Once the firmware has loaded, a box will appear telling you your upload was successful. Click OK to continue. The 
AFDAU will reboot. The red light on the AFDAU will be solid during the reboot. 

 

4.5 Configuring the RockAIR 

Download and connect your RockAIR to the TP Connect app. Refer to 
RockAIR Owner’s Manual for details. 

Navigate to the Configure tab and select Custom from the options. 

Enter your TracPlus assigned pin as prompted. 

Expand the External Data entry and configure as shown to the left: 

• MOB Watcher – Off 

• Serial Mode – Serial API 

• Baud Rate – 9600 

• Sample Rate – 5 sec 

Wait until the entries change (can take a few seconds) to confirm 
configuration has been correctly set. 

 

 

 

 


